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North Wind

Soil Boring Log: 0160-01

(Page 1 of 2)

Date :09-08-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 160 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697463.540 E 756121.036 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description N 2 = REMARKS
o ] <
o) 0 o a
(@) =) O] o
0 - [— ===
] Gunite Conc. e e e e
] Clay to silty sandy clay (CL), brown, moist,
~1 hard/firm, no odor
1
2 cL 0160-01-S0-2
3
43 Clay to silty sandy clay (CL), dark brown,
1 moist, hard/firm, no odor
5
] trace gravel and shell cL
. 9.5
6 0160-01-SO-6
1 Silty sand (SM), fine grained, brown, dense,
7— moist, no odor
N SM
1 Sand (SW), fine to coarse grained, brown,
g1 dense, dry HC odor, red brown
- staining/oxidation locally
] water level at 8.28 ft
] becoming wet at ~8.2 ft
E poor returns from 8 to 12 ft (50%) SW
9]
E 8.5
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North Wind

Soil Boring Log: 0160-01

(Page 2 of 2)

Date :09-08-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 160 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697463.540 E 756121.036 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI

© . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description N 2 = REMARKS
o ] <
o) 0 o a
(@) =) O] o
10—

. Sw
11

-] Sandy gravel (GW), fine to coarse grained,

1 grey, dense, HC odor, gravel up to 3 cm GW 129
12

7 Total Depth 12 ft
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North Wind

Soil Boring Log: 0160-02

(Page 1 of 2)

Date :09-08-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 160 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697465.053 E 756164.562 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
= . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description N 2 = REMARKS
o ] <
o) 0 o a
(@) =) O] o
0 -
1 Clay to silty sandy clay (CL), brown,
1 hard/firm, no odor
1 CL
2—] Clay to silty sandy clay (CL), dark brown, 0160-02-SO-2
1 hard/firm, no odor
; cL
3]
7 Clay to silty sandy clay (CL), very dark grey
4— brown, hard, HC odor
5
. CL
. 191.4
6 0160-02-SO-6
1 Clay to silty sandy clay (CL), brown, hard, HC
7— odor
N CL
g Silty sand (SM), fine grained, brown, dense,
4 HC odor, grey stainingat 7.9 ft SM
_: cSi:RSe(SI—Y\C/:)’oZ%(? to coarse grained, grey, water level at 8.51 ft
9]
N SW
E 17.2
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North Wind

Soil Boring Log: 0160-02
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Date :09-08-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 160 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697465.053 E 756164.562 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI

© . L
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description N 2 = REMARKS
o ] <
o) 0 o a
(@) =) O] o
10—

. Sw
11

-] Sandy gravel (GW), fine to coarse grained,

1 grey, dense, HC odor, gravel up to 3 cm GW
12

7 Total Depth 12 ft
13
14
15
16
17
18
19
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North Wind

Soil Boring Log: 0160-03

(Page 1 of 2)

Date : 01-20-12 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 160 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697471.682 E 756216.952 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© i isp.:
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description N 2 = REMARKS
o ] <
[} 0 o a
[a) =) O] o
0 - -
1 Clayey sandy silt (ML), dark brown, very firm,
1 dry, no HC odor
] dark grey staining below 0.9 ft
N CL
1
1 Clayey sandy silt (ML), dark grey, very firm,
2— dry, HC odor 0160-03-SO-2
] 414
. ML
3
1 Clayey sandy silt (ML), brown with some grey
4— staining, very firm, dry, HC odor
_: 4/4
5]
N ML
. 268.4
6—_ 0160-15-SO-6
1 Clayey sandy silt (ML), red brown, firm, moist,
-4 HC odor
7 ML
1 Silty sand (SM), fine grained, brown, SM
—\firm/dense, moist, slight HC odor
8— sand (SW), medium to coarse grained, dry,
1 dense, slight HC odor, ~5% gravel
3 3/4
] moist at 9.5 t0 9.8 ft
5 SW
9
_: 58.4

=
o




k_160\0160_03.bor

07-02-2012 C:\Documents and Settings\ewhitmore.NWINDENV\Desktop\AOC_LithLogs\Tan

North Wind

Soil Boring Log: 0160-03

(Page 2 of 2)

Date : 01-20-12 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 160 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697471.682 E 756216.952 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
= . L
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description A % = REMARKS
[oX
o) 0 o a
(@) =) O] o
10—
] SwW
. — water level at 10.56 ft
1 Sand (SW), as above, grey green staining,
1 few small cobbles and large gravel (<5 cm)
11
] SW
12
7 Total Depth 12 ft
13
14—: 25.9
15
16
17
18
19
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North Wind

Soil Boring Log: 0160-04

(Page 1 of 2)

Date :09-08-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 160 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697473.628 E 756254.954 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description N 2 = REMARKS
o ] <
o) 0 o a
(@) =) O] o
0 - -
1 Clay to silty sandy clay (CL), brown,moist,
1 hard/firm, no odor
1
2 0160-04-50-2
3
N CL
{ dry, trace gravel
4 staining and slight odor from 4.2 to 6 ft
5
. 23.1
6 0160-04-SO-6
7]
1 Silty sand (SM), fine grained, brown, dense,
-1 moist, HC odor, slight grey brown staining
g1 SM
. . . . ter level at 8.31 ft
- Sand (SP), fine grained, grey, dense, slight HC sp waterievela
1 odor
] Sand, (SW), fine to coarse grained, grey,
9— dense, slight odor sSW
-] Sandy gravel (GW), fine to coarse grained,
1 grey, dense, slight HC odor, gravel up to 3 cm, GW
4 angular to subrounded
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North Wind

Soil Boring Log: 0160-04

(Page 2 of 2)

Date :09-08-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 160 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697473.628 E 756254.954 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
B o
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description A % = REMARKS
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[a D O o
10—
11 GW
12
7 Total Depth 12 ft
13
14
15
16
17
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North Wind

Soil Boring Log: 0160-05

(Page 1 of 2)

Date :09-07-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 160 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697420.510 E 756119.468 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description A % = REMARKS
[oX
o) 0 o a
(@) =) O] o
0 -
1 Clay to silty sandy clay (CL), dark brown,
- hard/firm, HC odor CcL
1 Clay to silty sandy clay (CL), dark grey
1—{ brown, hard/firm, HC odor CL
1 Clay to silty sandy clay (CL), dark brown to
— brown, hard/firm, HC odor CL
2 Clay to silty sandy clay (CL), very dark grey 0160-05-SO-2
1 brown, hard/firm, HC odor
3
4—: CL
5
. 68.9
6 0160-05-SO-6 (MS/MSD)
1 Clay to silty sandy clay (CL), dark brown, CL
\moist, hard, HC odor
7] Clay to silty sandy clay (CL), brown, moist,
1 hard, HC odor CL
7
1 Silty sand (SM), fine grained, brown, soft, HC
— odor, no staining SM
_1 Sand (SW), fine to coarse grained, brown,
8 A SW
-1 dense, HC odor, trace staining
] Silty sand (SM), fine grained, brown, dense, SM water level at 8.40 ft
-1 HC odor, trace staining
1 Sand (SW), fine to coarse grained, grey,
9— dense, HC odor
N SW
] 21.1

10
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North Wind

Soil Boring Log: 0160-05

(Page 2 of 2)

Date :09-07-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 160 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697420.510 E 756119.468 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description N 2 = REMARKS
o ] <
o) 0 o a
(@) =) O] o
10 - -
1 Sandy gravel (GW), fine to coarse grained, GW
-\grey, dense, HC odor, gravel up to 5 cm
~] Sand (SW), fine to coarse grained, grey,
1 dense, HC odor, trace gravel
ll—: SW
E 37.6
12
7 Total Depth 12 ft
13
14
15
16
17
18
19

N
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North Wind

Soil Boring Log: 0160-06

(Page 1 of 2)

Date :09-07-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 160 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697418.893 E 756165.121 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description A % = REMARKS
[oX
o) 0 o a
(@) =) O] o
0 -
1 Clay to silty sandy clay (CL), brown,
1 hard/firm, slight odor CcL
7 Clay to silty sandy clay (CL), very dark grey
1—{ brown, hard/firm, HC odor
2 0160-06-50-2
g 0160-06-SO-2DUP
3
B cL
4]
5
. 23.4
6 0160-06-SO-6
1 Clay to silty sandy clay (CL), dark brown, CL
-\moist, hard, HC odor
7] Clay to silty sandy clay (CL), brown, moist, CL
\hard, HC odor
- Silty sand (SM), fine grained, brown, dense, SM water level at 7.49 ft
1 HC odor, grey staining locally
8— Sand (SP), fine grained, grey, dense, HC odor
. SP
1 Sand (SW), fine to coarse grained, grey,
1 dense, HC odor SW
9]
- Sand (SW), fine to coarse grained, grey,
1 dense, HC odor, trace gravel, gravel SW
- increasing with depth "
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North Wind

Soil Boring Log: 0160-06

(Page 2 of 2)

Date :09-07-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 160 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697418.893 E 756165.121 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description N 2 = REMARKS
o ] <
[} 0 o a
[a) =) O] o
10—
] SwW
1 Sandy gravel (GW), fine to coarse grained,
1 grey, dense, HC odor, gravel up to 5 cm
11
] GW
E 60.4
12
7 Total Depth 12 ft
13
14
15
16
17
18
19

N
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North Wind

Soil Boring Log: 0160-07

(Page 1 of 2)

Date :09-07-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 160 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697422.946 E 756210.681 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description A % = REMARKS
[oX
o) 0 o a
(@) =) O] o
0 -
1 Clay to silty sandy clay (CL), brown,
1 hard/firm, slight odor CcL
7 Clay to silty sandy clay (CL), very dark grey
1—{ brown, hard/firm, slight HC odor
2 0160-07-50-2
; cL
3]
4]
5— Clay to silty sandy clay (CL), very dark
-4 brown, moist, hard, HC odor
h CL
1 Clay to silty sandy clay (CL), brown, moist, 28.
6— hard, HC odor 0160-07-SO-6
b cL
7
1 Sand (SW), fine to coarse grained, brown,
- soft, slight HC odor SW
] - - water level at 7.80 ft
g Sand (SW), fine to coarse grained, grey,
1 dense, HC odor
9_: SW
{ trace gravel
E 20.7
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North Wind

Soil Boring Log: 0160-07

(Page 2 of 2)

Date :09-07-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 160 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697422.946 E 756210.681 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description A % = REMARKS
[oX
o) 0 o a
(@) =) O] o
10—
1 SwW
1 Sandy gravel (GW), fine to coarse grained, GW
1 grey, gravel up to 4 cm, HC odor
11 sand (SW), fine to coarse grained, grey,
7 dense, HC odor, trace gravel
. SwW
12 B 82.3]
7 Total Depth 12 ft
13
14
15
16
17
18
19

N
o




k_160\0160_08.bor

07-02-2012 C:\Documents and Settings\ewhitmore.NWINDENV\Desktop\AOC_LithLogs\Tan

North Wind

Soil Boring Log: 0160-08

(Page 1 of 2)

Date :09-07-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 160 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697424.484 E 756255.796 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description N 2 = REMARKS
o ] <
o) 0 o a
(@) =) O] o
0 -
1 Clay to silty sandy clay (CL), brown,
4 hard/firm, no odor
] CL
13 Clay to silty sandy clay (CL), very dark
1 greybrown, hard/firm, HC odor
2 0160-08-50-2
3
J CL
47
5
. 187.9
6 0160-08-SO-6
1 Clay to silty sandy clay (CL), brown to dark
4 brown, moist, hard, minor HC odor
7
N CL
8]
1 Sand (SP), fine grained, brown to grey sp
— brown, soft, dry, slight HC odor water level at 8.50 ft
1 Sand (SW), fine to coarse grained, grey,
9] dense, moist, HC odor
N SW
1 Sandy gravel (GW), fine to coarse grained,
1 grey, gravel up to 4 cm, HC odor GW 6.7
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North Wind

Soil Boring Log: 0160-08

(Page 2 of 2)

Date :09-07-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 160 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697424.484 E 756255.796 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
B o
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description A % = REMARKS
=%
[} 0 o a
[a D O o
10—
11 GW
12
7 Total Depth 12 ft
13
14
15
16
17
18
19

N
o
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North Wind

Soil Boring Log: 0160-09

(Page 1 of 2)

Date :09-07-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 160 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697373.033 E 756122.561 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description N 2 = REMARKS
o ] <
o) 0 o a
(@) =) O] o
0 -
1 Clay to silty sandy clay (CL), brown to dark
1 brown, hard/firm, slight HC odor
] becoming very dark grey brown 0.5 ft, HC
] odor
17
2 0160-09-50-2
] brown from 2 to 2.4 ft
3
B cL
4]
J very dark grey brown
5]
. 17.
6 0160-09-SO-6
7]
1 Clay to silty sandy clay (CL), brown, moist,
— hard, HC odor CL
] becoming brown at 7.7 ft
8_: Sand (SP), fine grained, brown, soft, dry, SP
J\slight HC odor
-1 Sand (SW), fine to coarse grained, brown, SW
1 dense, moist, slight HC odor
9— Sand (SW), fine to coarse grained, grey, HC
1 odor, trace gravel
] SW
] water level at 9.94 ft
10_- 12.1
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North Wind

Soil Boring Log: 0160-09
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Date :09-07-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 160 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697373.033 E 756122.561 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI

= . L
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description A % = REMARKS
=%
[} 0 o a
[a D O o
10—
11 sw

] 8.2
12

7 Total Depth 12 ft
13
14
15
16
17
18
19

N
o
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North Wind

Soil Boring Log: 0160-10

(Page 1 of 2)

Date :09-07-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 160 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697375.284 E 756166.693 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 120 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
= . L
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description A % = REMARKS
[oX
o) 0 o a
(@) =) O] o
0 -
1 Clay to silty sandy clay (CL), brown to dark
1 brown, moist, hard, slight HC odor
1
2 becoming dark grey brown at 1.9 ft 0160-10-SO-2
3
. cL
-] dark brown from 3.2 to 3.8 ft
4]
5
. 299,
6 very dark grey brown 0160-10-SO-6
1 Clay to silty sandy clay (CL), brown, moist,
7] hard, HC odor, grey staining locally
J CL
8] water level at 7.97 ft
- Sand (SP), fine grained, brown, soft moist, HC SP
S\odor
7] Silty sand (SM), fine grained, grey brown, SM
9] soft-firm, HC odor
1 Sandy gravel (GW), fine to coarse grained,
—: grey, HC odor, gravels <3cm GW
10




Soil Boring Log: 0160-10

North Wind Page 2.012)
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Date :09-07-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 160 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697375.284 E 756166.693 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 120 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description N 2 = REMARKS
o ] <
[} 0 o a
(@) =) O] o
10—
11
12
13
. GW
14
15
16
-] Sand (SW) fine to coarse grained, trace
1 gravel, subangular to subrounded, HC odor
17—: SW
183 Silty sandy clay(CL), fine grained sand, hard,
4 moderate plasticity, red brown, slight HC odor,
- sand decreasing downware, no staining
] CL
19
1 Silty clay (CL/CH), hard, moderate to high
- plasticity, red brown, HC odor CL/CH
. B52.4
20—\TD at 20 ft
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North Wind

Soil Boring Log: 0160-11

(Page 1 of 2)

Date :09-07-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 160 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697378.159 E 756209.240 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
= . .
) Boring Disp.:
w 0 = g Disp
£ . Lo I o
£ Soil Description A % = REMARKS
[oX
o) 0 o a
(@) =) O] o
0 - -
1 Clay to silty sandy clay (CL), brown, moist,
1 hard, minor HC odor cL
-] becoming dark brown at 0.2 ft
1 Silty sand (SM), fine grained, tan, dry loose SM m H H H H H H HH
-\minor odor
] Clay to silty sandy clay (CL), dark grey
-1 brown, moist, hard, HC odor, stained
2 0160-11-50-2
g 0160-11-SO-2DUP
3
N CL
4
5
. 199.4
6 0160-11-SO-6
1 Clay to silty sandy clay (CL), brown, moist,
7] hard, slight HC odor
N CL
1 Sand (SP), medium grained, brown, moist,
8— minor odor Sl
1 Sand (SP), fine to medium grained, grey water level at 8.35 ft
— brown, HC odor
N SP
9]
1 Sandy gravel (GW), fine to coarse grained,
1 grey, HC odor, stained
7 GW
E 130.9

=
o
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Soil Boring Log: 0160-11
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Date :09-07-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 160 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697378.159 E 756209.240 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
B o
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description A % = REMARKS
=%
[} 0 o a
[a D O o
10—
11 GW
12
7 Total Depth 12 ft
13
14
15
16
17
18
19

N
o
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(Page 1 of 2)

CPCPRC AOC Characterization
Guayama, PR Coordinates (meters)

Total Boring Depth

Drilling Company

Project No. 10579

Date
Location

:09-07-11 Method/Diameter : Direct Push/2.25

: Tank 160 Drilling Equipment : Geoprobe 7822 DT
: N 697386.987 E 756256.969 Drilling Personnel : E. Maldonado

112 Field Logs By : E. Whitmore

1 JFA Survey/Diagram By s NwI

©
& 0 =
E Soil Descripti 4 3 3
s oIl bescription -
g % & o
(@) =) O] o
0 - -
1 Clay to silty sandy clay (CL), brown, moist,
1 hard, no odor
1
1 becoming dark grey brown at 1.6 ft
2]
] CL
3
47
- Silty sand (SM), fine grained, brown, dry SR
q\loose minor odor
5] Sandy silty clay (CL), very dark grey brown,
1 hard, minor odor
. 160.
6— becoming dark brown at 7.6 ft
N CL
7]
8]
1 Clayey sand (SC), fine grained, brown, dry,
4 mior odor, becoming moist at 8.4 ft
h SC
9]
1 Silty sand to sand (SM/SP), very fine grained,
- brown, little to no odor SP/SM
1 Sandy gravel (GW), fine to coarse grained, GW 16.6

10

soft/loose, little to no odor, brown to 11.2 ft

Boring Disp.:

REMARKS

0160-12-SO-2

0160-12-SO-6

water level at 8.75 ft
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Soil Boring Log: 0160-12
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Date :09-07-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 160 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697386.987 E 756256.969 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI

= . L
@ o _| Boring Disp.:
£ T g
£ Soil Description N 2 = REMARKS
o ] <
o) 0 o a
(@) =) O] o
10 - -

1 (continued) then red brown to brown with

1 grey staining locally.
11 GW
12

7 Total Depth 12 ft
13
14
15
16
17
18
19

N
o
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North Wind

Soil Boring Log: 0160-13
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Date :09-07-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 160 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697329.381 E 756127.382 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
B o
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description N 2 = REMARKS
o ] <
o) 0 o a
(@) =) O] o
0 - -
1 Clay to silty sandy clay (CL), brown, moist,
1 hard, no odor
1
2 0160-13-50-2
] becoming dark brown from 3.3 to 6 ft
3
4]
5 cL
. 7.2
6 0160-13-SO-6
7]
8]
9]
] water level at 9.11 ft
E 3.0

=
o
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Soil Boring Log: 0160-13
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Date :09-07-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 160 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697329.381 E 756127.382 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description N 2 = REMARKS
o ] <
[} 0 o a
[a) =) O] o
10—
] CL
-] Sandy gravel to gravelly sand (GW/SW), fine
- to coarse grained, soft/loose, grey, minor HC
- odor
11
] SW
] 12.5
12
7 Total Depth 12 ft
13
14
15
16
17
18
19

N
o
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Date :09-07-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 160 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697329.813 E 756163.414 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
= . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description A % = REMARKS
[oX
o) 0 o a
(@) =) O] o
0 -
1 Clay to silty sandy clay (CL), brown, dry,
- hard, no odor, minor staining
1
] cL
2 0160-14-50-2
] becoming grey brown with slight odor at 2.2 ft
3] Clay to silty sandy clay (CL), very dark grey
1 brown to very dark grey, hard, minor odor
. cL
4]
1 Sandy clay (CL), fine grained, hard, dry, CL
—\35-45% sand, brown, minor odor
7] Clay to silty sandy clay (CL), black to very
5] dark greybrown, hard, dry, slight odor
. 1514
6 0160-14-SO-6
3 cL
7]
8_: b ingb d moi 8.2 ft
] ecoming brown and moist at 8. water level at 8.25 ft
7 Sand to silty sand (SP/SM), very fine grained,
9] dense, gey brown, wet, becoming grey at 8.8
- ft. moderate HC odor
. SP
E 62.3

=
o
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Soil Boring Log: 0160-14
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Date :09-07-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 160 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697329.813 E 756163.414 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
= . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description N 2 = REMARKS
o ] <
[} 0 o a
[a) =) O] o
10—
] SP
-] Sand (SW), fine to coarse grained, up to 15%
1 gravel, dense, grey brown, HC odor
11
] SW
] 5.2
12
7 Total Depth 12 ft
13
14
15
16
17
18
19

N
o
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Date : 01-20-12 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 160 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697335.768 E 756214.833 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 124 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description N 2 = REMARKS
o ] <
o) 0 o a
(@) =) O] o
0 - -
7 Clayey sandy silt (ML), brown, very firm, dry,
1 no HC odor above 0.5 ft, trace shell fragments
] dark brown to grey staining below 0.7 ft
1 CL
2— Clayey sandy silt (ML), dark grey, very firm, 0160-15-SO-2
1 dry, HC odor, trace shell fragments 414
3] ML
4]
1 Clayey sandy silt (ML), dark brown, very firm,
— dry, HC odor, trace shell fragments 4/4
5
N ML
. 200.
6 0160-15-SO-6 (MS/MSD)
1 Clayey sandy silt (ML), brown, very firm, dry, ML
4 HC odor, trace shell fragments
7] Silty sand (SM), fine grained, brown,
1 firm/dense, moist, HC odor
N SM
g Sand (SW), fine to coarse grained, dry,
1 dense, slight HC odor, ~5% gravel
N SW
_: 414
1 Sand (SP), fine grained, brown, dense, moist,
9— HC odor SP
- Sand (SW), fine to coarse grained, brown,
- loose, moist becoming wet at ~10.8 ft, trace SW
- gravel 139
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Date : 01-20-12 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 160 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697335.768 E 756214.833 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 124 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
= . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description A % = REMARKS
[oX
o) 0 o a
(@) =) O] o
10—
. SW
11 water level at 11.01 ft
1 Sand (SW), as above, grey, slight HC odor
12
_: 3/4
13
14—: 15.5]
3 SW
15
16
3 4/4
17
-] Silty gravelly sand (SM), fine grained, red SM m “ “ “ “ “ “ “ “
- brown with grey staining, dense, strong HC e
18\29 14.3
1 Sand (SW), as above, grey, HC odor '
] SW
19
20
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North Wind

Soil Boring Log: 0160-15
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Date : 01-20-12 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 160 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697335.768 E 756214.833 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 124 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description A % = REMARKS
[oX
o) 0 o a
(@) =) O] o
20—
_: groundwater sample
- 0160-15-GW
. 4/4
21—: SW
22 7944
1 Clay (CL), red brown, very firm, plastic, cL
— strong HC odor, moist
] Sandy clay (CL), red brown, very firm, plastic, CL
23] HC odor, moist
] Clayey gravel (GC), red brown, firm/dense,
7 HC odor, ~20% fine to coarse sand G
24—
7 Total Depth:24 ft
25
26
27
28—
29

w
o
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Date :09-07-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 160 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697337.946 E 756252.743 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description A % = REMARKS
[oX
[} 0 o a
[a) =) O] o
0 -
1 Clay to silty sandy clay (CL), brown, dry,
1 hard, no odor
1
N CL
2 0160-16-SO-2
- 0160-16-SO-2DUP
] minor staining locally below ~2.3 ft
3
1 Clay to silty sandy clay (CL), very dark grey
4— brown to very dark grey, hard, no odor
5
] black to very dark grey from 5.1 to 6.2 ft cL
E 6.4
6
1 Clay to silty sandy clay (CL), brown, hard, no
- odor
7
7 CL
q sand increased to ~30%
8
1 Clayey sand (SC), fine grained, brown, dry sc
9— Sand (SW), fine to coarse grained, dense, 0160-16-SO-9
1 brown, moist SW
1 Sand (SP), fine grained, dense, brown to red water level at 9.58 ft
q brown, wet Sl 61
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Date :09-07-11 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 160 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697337.946 E 756252.743 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 112 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI

© . L
@ o 2 Boring Disp.:
£ . - T S
£ Soil Description N 2 = REMARKS
o ] <
[} 0 o a
[a) =) O] o
10 SP

1 Sand (SW), fine to coarse grained, 3% gravel,

— dense, brown, no odor, some staining locally
ll—: SW

] 4.9
12

7 Total Depth 12 ft
13
14
15
16
17
18
19

N
o
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Date :01-23-12 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 160 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697501.477 E 756213.464 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 116 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© . L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description N 2 = REMARKS
o ] <
[} 0 o a
[a) =) O] o
0 - [— ===
7 Concrete/gunite Conc. [0
- Sandy clayey silt (ML), fine grained, brown,
1 very firm, dry, no odor
1
2 0.4
4 becoming moist ML Al4
3
4]
1 Sand (SW), fine to coarse grained, brown
—| becoming grey at ~4.9 ft, dense, dry to slightly 3.5/4
-4 moist, no odor, trace gravel
5
E SW 2.0
6
7]
1 Sand (SW), as above, moist to wet with very SW
q\slight HC odor
8 sand (SP), medium grained, dark grey, dense, sp
1 moist, slight HC odor
. : : 2.5/4
] Sand (SW), fine to coarse grained, dark grey, water level at 8.17 ft
1 dense, slight HC odor, trace gravel
9
N SW
E 13.8

=
o
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Date :01-23-12 Method/Diameter : Direct Push/2.25
CPCPRC AOC Characterization Location : Tank 160 Drilling Equipment : Geoprobe 7822 DT
Guayama, PR Coordinates (meters) : N 697501.477 E 756213.464 Drilling Personnel : E. Maldonado
Project No. 10579 Total Boring Depth 116 Field Logs By : E. Whitmore
Drilling Company 1 JFA Survey/Diagram By s NwI
© - L
@ o 2 Boring Disp.:
£ . Lo I o
£ Soil Description A % = REMARKS
[oX
[} 0 o a
[a) =) O] o
10—
. sw
11
1 Sand (SP), fine grained, dark grey, dense, HC SP
—\odor
12 - - SW
] Sand (SW), fine to coarse grained, dark grey,
q\dense, slight HC odor, trace gravel SM
~]\ Silty sand (SM), fine grained, dark grey, 4/a
J\dense, HC odor groundwater sample
] - - - - 0160-17-GW
13- Sandy silt (ML), fine grained, dark grey, firm,
1 HC odor
q brown mottling below 13.5 ft
14_: ML 16.3
15
1 Clay (CL), dark grey becoming brown at ~15.8
J ft, very firm, HC odor CL 28.8
16
1 Total Depth 16 ft
17
18
19

N
o
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